
PISTON COMPRESSOR

From 6 litres 2 HP To 500 litres 10 HP

EN



A Long History of Quality Products

1938

Quality DESIGN
Our wide oil lubricated piston range will satisfy most applications with extended offer.

Aluminium range:
• BLUELINE direct and belt driven 

from 8 up to 9 bar.
• BLUELINE PRO direct driven range 

from 8 up to 10 bar.

Aluminum range with cast iron cylinders:
• BELTAIR PRO belt driven range 11 bar.
• BELTAIR PRO belt driven range 15 bar.
• FONOLIFE floor mounted silenced range.
• FONOCOMPACT PRO silenced range available as floor,

tank mounted with or without dryer.

TODAY

With about 70 years of experience in piston design and manufacturing, Ceccato
Aria Compressa sets the highest standard of quality and reliability:

• State of the art design
• EC directive compliance
• Environment care



Blueline

Coaxial 8 bar

Belt Driven 9 bar

BLUELINE range has been developed to ensure quality, reliability and efficiency for semi professional applications requiring 
standard duty and occasional use of compressed air. Portable or mobile, they can easily fit in a car and will give full satisfaction 
to hobbyists, craftsmen and artisans.

These 2 HP models have a maximum outlet pressure of 8 bar, are available in three tank sizes and include the following features:
• ON/OFF pressure switch
• Pressure reducer
• Carrying handle (6 litres) and wheels (24 and 50 litres).  

These 2 HP models have a maximum outlet pressure of 9 bar, are available in three tank sizes and include the following features:
• ON/OFF pressure switch
• Pressure reducer
• Handle,  wheels and pad
• Plastic belt guard for protection and improved cooling. 
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SOLD BY

Design
Manufacture, Sales and

Service of air compressors,
air dryers and air filter

www.ceccato.com      

All products manufactured by CECCATO ARIA COMPRESSA S.p.A. are designed and produced in conformity with current European directives.

98/37/CEE
MACHINERY DIRECTIVE

89/336/ CEE EMC
DIRECTIVE

87/404 - 90/488
93/68/CEE

SIMPLE PRESS. VESSELS DIR.

73/23/ CEE
LOW TENSION DIR.

97/23/CEE
PED DIRECTIVE

The manufacturer reserves the right to make any change to the products in order to improve.
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