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CILINDRI DOPPIO EFFETTO TIPO GS
Double acting cylinders GS

pressione massima 200 bar
max pressure 200 bar

CODICE |[@A|@S| CORSA |GE| L | B| BORCHA CODICE |@A|@S|CORSA|DE| L | B| BORCHA
ocode stroke code stroke
GS 4020100 100 230 GS 4025100 100 230
GS 4020150 150 280 GS 4025150 150 280
GS 4020200 200 330 GS 4025200 200 330
GS 4020250 250 380 GS 4025250 250 380
GS 4020300 300 430 GS 4025300 300 430
GS 4020350 | 40 | 20 | 350 | S0 [480 22 Vi GS 4025350 | 40 | 25 | 350 | 50 [480 |22 Va7
GS 4020400 400 530 GS 4025400 400 530
GS 4020450 450 580 GS 4025450 450 580
GS 4020500 500 630 GS 4025500 500 630
GS 4020550 550 680 GS 4025550 550 680
GS 4020600 600 730 GS 4025600 600 730
CODICE |@A|@S|CORSA|QGE| L |B][BORCHA CODICE [GA|[TS|CORSA|TE] L BORCHIA
code stroke code stroke
GS 5025100 100 240 GS 5030100 100 240
GS 5025150 150 290 GS 5030150 150 290
GS 5025200 200 340 GS 5030200 200 340
GS 5025250 250 390 GS 5025250 250 390
GS 5025300 300 440 GS 5030300 300 440
GS 5025350 350 490 GS 5030350 350 490
GS 5025400 | 90 | 25 [ 400 | 60 [ 540 |22 3/8” GS 5030400 | 90 | 30 400 | 60 [m40 3/8”
GS 5025450 450 590 GS 5030450 450 590
GS 5025500 500 640 GS 5030500 500 640
GS 5025550 550 690 GS 5030550 550 690
GS 5025600 600 740 GS 5030600 600 740
GS 5025800 800 940 GS 5030800 800 940
GS 50251000 1000 1140 GS 50301000 1000 1140




