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CILINDRI DOPPIO EFFETTO TIPO GS
Double acting cylinders GS

pressione massima 200 bar
max pressure 200 bar

CODICE | JA | OS|OCORSA| JE| L | B| BORCHA CODICE | A | @S |CORSA| JE | L B | BORCHA
code stroke code sroke

GS 6030100 100 260 GS 6035100 100 260

GS 6030150 150 310 GS 6035150 150 310

GS 6030200 200 360 GS 6035200 200 360

GS 6030250 250 410 GS 6035250 250 410

GS 6030300 300 460 GS 6035300 300 460

GS 6030350 350 510 GS 6035350 350 510

GS6030400 | 0 | 30 400 | 0 [me0 | B & GS6035400 | 60 | 35 | 400 | 70 [0 8| 3
GS 6030450 450 610 GS 6035450 450 610

GS 6030500 500 660 GS 6035500 500 660

GS 6030550 550 710 GS 6035550 550 710

GS 6030600 600 760 GS 6035600 600 760

GS 6030800 800 960 GS 6035800 800 960

GS 60301000 1000 1160 GS 60351000 1000 1160

CODICE | JA| OS|OORSA| JE| L | B| BORCHA CODICE | A | JS|CORSA| OE | L | B | BORCHA
code stroke code stroke

GS 6040100 100 260 GS 7035100 100 260

GS 6040150 150 310 GS 7035150 150 310

GS 6040200 200 360 GS 7035200 200 360

GS 6040250 250 410 GS 7035250 250 410

GS 6040300 300 460 GS 7035300 300 460

GS 6040350 350 510 GS 7035350 350 510

GS 6040400 60 40 400 70 560 23 3/8” GS 7035400 70 35 400 80 560 23 3/8”
GS 6040450 450 610 GS 7035450 450 610

GS 6040500 500 660 GS 7035500 500 660

GS 6040550 550 710 GS 7035550 550 710

GS 6040600 600 760 GS 7035600 600 760

GS 6040800 800 960 GS 7035800 800 960

GS 60401000 1000 1160 GS 70351000 1000 1160




